
Tilley Shelter

Tilley Shelter shown over Hangi Pit with custom perforated front fascia panel design

 

PRODUCT FEATURES
•	 High Strength Aluminium construction
•	 All fixings: Stainless Steel 316
•	 Broad, flat front panel perfect for custom signage or design
•	 Powder Coated Finish
•	 Supplied as a kitset.  Easy to get to site and assemble in place.

DIMENSIONS
•	 Height 3044 mm Width 5100 mm Depth 5064 mm

BODY SPECIFICATIONS
Frame
•	 Frame constructed using 3–5.0 mm Aluminium.
Roof Panels
•	 0.55mm Corrugated
Front Fascia Panel
•	 Height 620mm Width 3250m mm
•	 3.0mm Aluminium
•	 PMO862 Pattern (6.6x25.0mm Obround)
•	  □ Optional Custom Perforated Design
•	  □ Optional Custom Laser Cut Design
•	  □ Optional Custom Decal Design
Drainage System
•	  □ Optional plastic gutter and downpipe tubing
Mounting
•	 Above Ground Flange Fixed (AGFF)
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DOC 1139/1

Tilley Shelter
Care & Maintenance Suggestions
Our products are constructed using a variety of different materials, all of which are highly corrosion resistant. Despite 
this, some care is required to maintain their good looks. The extent to which cleaning is required will depend on a 
number of factors including environmental conditions, construction activity and level of use.

MAINTAINING THE METAL SURFACES
To maintain the original appearance of the metal, it should be cleaned regularily using warm soapy water.

MAINTAINING THE PAINTED OR POWDER COATED SURFACES
Clean regularily with warm soapy water.  Should the paint become chipped or scratched, it can be touched up using an 
acrylic based paint.
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