
Sheffield Stand

PRODUCT FEATURES
•	 Robust, secure cycle locking solution
•	 Natural HDG Finish

DIMENSIONS
•	 Width 750.0mm, Height 750.0mm           

Depth 48.0mm
•	 Custom sizes available

BODY SPECIFICATIONS
Base
•	 4.0mm
Body
•	 2.3mm Mild Steel
•	 Ø48.0mm Outer Diameter (OD) tube
•	  □ Optional 1.5mm Stainless Steel 316, 

Ø50.8mm OD tube (Polished Finish)
Tapper Rail
•	  □ Optional, Solid,                                          

100.0mm high, 5.0mm thick
•	  □ Optional, Laser Cut Design                      

100.0mm high, 5.0mm thick                                                                      
only available for the Stainless Steel Body 
option

Finish
•	  □ Optional Powder Coated Finish
•	  □ Optional Stainless Brushed
Fixing
•	  □ Above Ground Flange Fixed (AGFF)
•	  □ Root Fixed (RF)

Sheffield Stand in Stainless Steel
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1.	 Set out the position of the stand/s.

2.	 Where the area has been paved remove sufficient pavers to facilitate excavation.

3.	 Excavate holes and cast foundation to engineer’s specification and recommendation shown below.

4.	 Position the stand and mark hole positions.

5.	 Choose a fixing that will accept an M12 SS CSK bolt (such as Hilti HSC-IR M12x60 or Hilti HIS-RN M12). Fix to concrete 
following the manufacturer’s instructions.  IMPORTANT – The fixing must be fully embedded in the concrete, not 
partially in a paver and the concrete.

Foundations
Foundations must be to engineer’s specification.  Our minimum recommended dimensions are shown on the diagram.  
Where depth of foundation is reduced, the surface footprint should be 
increased accordingly.  Ensure minimum edge distances and depths 
required for selected fasteners are met.

Sheffield Stand
AGFF Fixing instructions
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1.	 Set out the position of the stand/s.

2.	 Where the area has been paved remove sufficient pavers to facilitate excavation.

3.	 Excavate holes to engineer’s specification and recommendation shown below.

4.	 Position the stand precisely ensuring correct position, height and plumb. Prop securely in position.

5.	 Back fill holes with concrete leaving sufficient depth for any top surface or paving slabs and bedding.

6.	 Once set, remove props.

7.	 Where necessary cut or core drill paving slabs to suit. Reinstate and render neatly around the stand with non-shrink 
grout, removing any grout residue.

Foundations
Foundations must be to engineer’s specification.  Our minimum recommended dimensions are shown on the diagram.  
Where depth of foundation is reduced, the surface footprint should be 
increased accordingly.

Sheffield Stand
RF Fixing instructions
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Sheffield Stand
Care & Maintenance Suggestions
Our products are constructed using a variety of different materials, all of which are highly corrosion resistant.  Despite 
this, some care is required to maintain their good looks.  The extent to which cleaning is required will depend on a 
number of factors including environmental conditions, construction activity and level of use.

MAINTAINING THE METAL SURFACES
To maintain the original appearance of the metal, it should be cleaned regularly using warm soapy water.
Galvanised Steel:  If the galvanised coating is significantly penetrated, a zinc rich primer should be applied to the 
damaged area to maintain its corrosion resistance. 
Stainless Steel: Clean the stainless steel components using warm water with a mild detergent with a non abrasive cloth 
or sponge.  Heavier stains may require the use of a nylon scouring pad.  As a rule always start with the least severe 
method of cleaning as the use of scouring pads or scotch bright may result in altering the surface texture.  When 
scouring a beadblasted finish, use a random circular rubbing action - for brushed finishes always use a straight back 
and forward rubbing action in the direction of the grain. 
Rust spots or ‘tea stains’ can occur on the surface of the material, these are normally caused by contamination from 
ordinary mild steel, particular in areas where construction work has been undertaken.  Such stains can be removed 
using an abrasive pad as described above.
 
MAINTAINING THE PAINTED OR POWDER COATED SURFACES
Clean regularily with warm soapy water.  Should the paint become chipped or scratched, it can be touched up using an 
acrylic based paint.
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